
Renew existing markings;

30 roundels to diag 1065, 7500 height

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.
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Renew existing markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.
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Renew existing markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.
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Renew existing markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.

Renew existing markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.

Renew existing markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.

Remove existing 30 / 40 roundel road markings

and red coloured surface treatment.

Remove existing 30 / 40 sign faces to tip.

Sign to diag 7032 to be erected on existing post.

Remove existing 30 / 40

sign faces and post to tip.
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Renew existing markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment

See Detail C on drawing MN0125-C-002

New markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1012.1, 100 thick

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.

See Detail B on drawing MN0125-C-002
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New markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1012.1, 100 thick

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.

See Detail B on drawing MN0125-C-002

New markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1012.1, 100 thick

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.

See Detail B on drawing MN0125-C-002
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Remove existing 'SLOW' road marking

and red coloured surface treatment.

Renew existing markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.

See Detail C on drawing MN0125-C-002

New markings;

'SLOW' road marking to diag 1024, 1600 height

Diag 1012.1, 100 thick

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment

See Detail B on drawing MN0125-C-002

New markings;

30 / 40 roundels to diag 1065, 7500 height

Diag 1012.1, 100 thick

Diag 1004, 100 thick, 4000 mark, 2000 gap

Red coloured surface treatment.

See Detail A on drawing MN0125-C-002

New illuminated  signs 30 / 40 to

diag 670 / 2402.1 to be erected.
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A480

Tack coat

50mm Ø Black duct

supplied by energy

services

4.105m Illuminated sign post

Illuminated Sign Post Foundation

Scale 1:20

20mm Thick surface course

75mm Thick binder course
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Notes:

1. Sign face to diag 7032 and post / foundation to be removed to tip 6

months after implementation of the scheme.

2. Road markings to diag 1004 to tie in with existing road markings.

3. Road marking standard details can be found on drawing

MN0125-C-002.

4. Suitable power supply to be identified, connections to be undertaken

by Balfour Beatty.
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